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/- .. RODUCT BULLETIN' GYPSUM WALLBOARD BULLETIN NO: B~6
: 1 Gypsum PRODUCTS 5/8" NULL-A~FIRE (UL) DATE: 10/9/64
_ TYPE X PAGE: 1 of 3
] , CANMNCELS: B-4&
. . ; _— DATE: 3/9/64
| '
{  PRODUCING PLANTS Long Beach, Antioch, Seattle, Rosario, and Jacksonviile
| Core Farmula_(Lbs/MSF) o ALL PLANTS
B (Except as Noted) ANTIOCH
|
! Board Stucco (S-1 and $-2) 1800 - 2050 1750 - 2050
E (Rosario and Jacksonville 1850 - 20G75)
y Glass Fiber (B=-G~1) 4.0-6.5 4.0 - 4.5
' Paper Fiber (8-G-1) 0 -12.0 None
" Starch RM-8-11) 5.0 - 12.5 9.0 - 15.0
© Perlite Null-A-Fire (cf/M) - (B-G-1) 0-7.0 0-7.0
:  Soap (8-G-1) 0.3-1.5 2.0-3.5
Rosario = 0.6 - 2.0)
i Lignin (B~G=1) 0-4.0 0-4.0
! ‘ .
i Ground Gypsum (B=-G~1) 40.0 maximum 130.0 maximum _
Rosario = MNone)
Rehydrated Gypsum O (B-G-1) 0-24 None
Potassium Sulfate (B-G-1) 2.0 maximum 2.0 maximum
‘f Retarder (Resario only) (B~-G-1) 0.75 maximum —
© Hydrated Lime RM-P-3) 0-1.13 0-1.13

Ncte |, Formula shall conform to U.L. Code No. 3543,
Note 2. At Antioch, Hercules soap is preferred. Ultrawet usage range - 0.2 - 0.6,

Paper Liners

1. Manila and greyback paper.

2. For 5/8" x 24" face board for Moveable Partitions, use the following width paper:

.,t Manrila - - 27 inche
k. § Greyback - 23- Tn/4 i:ches
i 77 -93.
o,
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PRODUCT BULLETIN GYPSUM WALLBOARD BULLETIN NO: B-6
GYPSUM PRODUCTS 5/8" NULL-A-FIRE (UL) DATE: 10/9/64
TYPE X PAGE: 2 0f 3
CANCELS: B8-8
DATE: 1/29/62
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OPERATING SPECIFICATIONS: (Refer to Product Bulletin B~G~2 for General Specifications)

ALL PLANTS
Slurry Slump 4-1/2 -7
Slurry Setting Time, minutes 2 - 4-3/4
Wet Slurry Weight (Ibs/c.f.) 70 - 80
Wet Compressive Strength, psi 250 - 400

Moisture content at the Take-off shall be maintained af 18 to 23% average (Antioch}.

ANTIOCH - Note: Full width slurry spregder bar shall be mounted to vibrating section of the
machine table and adjusted to completely spread and level slurry across full width of sheet.

PRODUCT SPECIFICATIONS : (Refer to Product Bulletin B-G~4 for General Specificaticns)

‘ ALL PLANTS
Wet Weight {Ibs/MSF) 3400 - 3700 -
Dry Weight (lbs/MSF) 2300 - 2550
Average 2375
Evaparation Loss (1bs/MSF) 1100 ~ 1400
Thickness ~ Avercge (inch) LH05 - 640
Thickness = Individual reading {inch) +.010 frem avg.

Prefile - Moveable Partition board. Variations in surface of back plane’shall not be greater
than 0.C05" within @ 6" span measured across the width.

Edges - Moveabkle Partition board Bevel Edge
Edge Hardness ot Take-off (lks.} 8.0 minimum
End Peel after Sawing (inch) 1/8 maximum
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D, PRODUCT BULLETIH GYPSUM WALLBOARD ( BULLETIN NO: B-¢
~ GYPSUM PRODUCTS 5/8" NULL-A-FIRE (UL) DATE: 10/9/64
: TYPE X PAGE: 3of 3
! | CANCELS: - B-%
| (@ | . DATE: 8/8/61
|
‘i PRODUCT SPECIFICATIONS (Cont'd.)
Jvi -
i " ALL PLANTS
‘E Flexural Strength, minimum
{ Across grain (Ibs.) 180
’ Paralle!l (Ibs.) 42
j Deflection af Breck, minimum
P Across grain (inch} 0.25
: Parallel (inch) 0.15
/ Punch Test, Ibs. 1100 - 1500 1000 - 1350 (Antiach)
I _ .
Modulus of Rupture 260 maximum
: Twist Test, maximum split
‘;j Face (inch) 3.4
O— S Back (inch) 4
- Hemmer Lass Test , decigrams -
| Individual Test, maximum 5.0 -
Bond at High Humidity, maximum peel
: Face (inch) 1/2
I Back (inch) /2
Face printing shall read - 5/8" NULL-A-FIRE TYPE X X 3dAL 3U-Y-TIAN «8/5
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